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OPTIMAL. OPTICAL. OPTIONS.

OPTIThe OPTI profile offers a wide assortment of optical options and delivers smooth, 
consistent light to highlight architectural features and surfaces. 
•	 Features high-quality satin, black or white aluminum housings and integrated 

metal endcaps
•	 Ideal for surface-mounted or recessed installations
•	 Can be ordered as factory assembled fixtures or as separate extrusion and 

LED strips for field installation
•	 Stainless steel or magnet mount options available
•	 Static White, Static White High-Efficacy, Static White High Efficacy Plus, Static 

White Double Row (OPTI-01 only), Dynamic White High-Efficacy for Tunable 
and Warm Dim Applications, Warm Dim, Static Color, RGB, and RGBW
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OPTI-OPTICS (02)
 
Factory assembled fixtures featuring 9 optical  
lens options with precision beam control, ideal for  
surface-mounted or recessed installations.  
Features high-quality aluminum housings and 
integrated metal endcaps.

OPTI-FLAT (01)
 
Factory assembled fixtures featuring 3 Lambertian  
lens options with smooth beam control, compatible 
with dry, damp, and wet single row LED strips and dry 
static white double row LED strips.

OPTI LINEAR FIXTURES

Diode Visibility 

Optical/40° Optical/60° Optical/70° Optical/90° Optical/110° Optical/155° Optical/180° Optical/ Optical/
ASYMMETRIC FORWARD THROW

Diode Visibility 

Frosted Polar Diffused
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OP2SW-5.0-30-DRY-40D-ST 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      

  Light efficiency: 
 86 Lumen/Watt 

  Light quality: 
 

  Color temperature: 
 

CRI: 98.3 

3104 K 

Output: 

Peak: 

Power: 

PF: 

  415 lm/ft 

232 cd 

4.8 W/ft 

1.0 

Beam angle 

CIE 1931 
x: 0.429 
y: 0.400 

Product name:   
     OP2SW-5.0-30-DRY-40D-ST 

 
Date:  
      11/1/2021 
 
Powering product: 
     IQ-PH-80-120/24 

Spectra 

Voltage: 24.0 V 
Current: 0.200 A 
Frequency: 0 Hz 

Power 

Photometric Details  
 

Beam Angle 
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OP2SW-5.0-30-DRY-110D-ST 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      

  Light efficiency: 
 77 Lumen/Watt 

  Light quality: 
 

  Color temperature: 
 

CRI: 98.2 

3122 K 

Output: 

Peak: 

Power: 

PF: 

  372 lm/ft 

137 cd 

4.8 W/ft 

1.0 

Beam angle 

CIE 1931 
x: 0.428 
y: 0.399 

Product name:   
     OP2SW-5.0-30-DRY-110D-ST 

 
Date:  
      10/4/2021 
 
Powering product: 
     IQ-PH-80-120/24 

Spectra 

Voltage: 24.0 V 
Current: 0.200 A 
Frequency: 0 Hz 

Power 

Photometric Details  
 

Beam Angle 

110°
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OP2SW-5.0-30-DRY-60D-ST 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      

  Light efficiency: 
 81 Lumen/Watt 

  Light quality: 
 

  Color temperature: 
 

CRI: 98.2 

3100 K 

Output: 

Peak: 

Power: 

PF: 

  389 lm/ft 

195 cd 

4.8 W/ft 

1.0 

Beam angle 

CIE 1931 
x: 0.429 
y: 0.399 

Product name:   
     OP2SW-5.0-30-DRY-60D-ST 

 
Date:  
      1/4/2022 
 
Powering product: 
     IQ-PH-80-120/24 

Spectra 

Voltage: 24.0 V 
Current: 0.200 A 
Frequency: 0 Hz 

Power 

Photometric Details  
 

Beam Angle 

60°
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OP2SW-5.0-30-DRY-155D-ST 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      

  Light efficiency: 
 78 Lumen/Watt 

  Light quality: 
 

  Color temperature: 
 

CRI: 98.3 

3126 K 

Output: 

Peak: 

Power: 

PF: 

  375 lm/ft 

105 cd 

4.8 W/ft 

1.0 

Beam angle 

CIE 1931 
x: 0.427 
y: 0.398 

Product name:   
     OP2SW-5.0-30-DRY-155D-ST 

 
Date:  
      10/4/2021 
 
Powering product: 
     IQ-PH-80-120/24 

Spectra 

Voltage: 24.0 V 
Current: 0.200 A 
Frequency: 0 Hz 

Power 

Photometric Details  
 

Beam Angle 

155°
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OP2SW-5.0-30-DRY-70D-ST 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      

  Light efficiency: 
 84 Lumen/Watt 

  Light quality: 
 

  Color temperature: 
 

CRI: 98.3 

3086 K 

Output: 

Peak: 

Power: 

PF: 

  402 lm/ft 

165 cd 

4.8 W/ft 

1.0 

Beam angle 

CIE 1931 
x: 0.431 
y: 0.401 

Product name:   
     OP2SW-5.0-30-DRY-70D-ST 

 
Date:  
      1/4/2022 
 
Powering product: 
     IQ-PH-80-120/24 

Spectra 

Voltage: 24.0 V 
Current: 0.200 A 
Frequency: 0 Hz 

Power 

Photometric Details  
 

Beam Angle 

70°
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OP2SW-5.0-30-DRY-180D-ST 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      

  Light efficiency: 
 79 Lumen/Watt 

  Light quality: 
 

  Color temperature: 
 

CRI: 98.3 

3132 K 

Output: 

Peak: 

Power: 

PF: 

  378 lm/ft 

120 cd 

4.8 W/ft 

1.0 

Beam angle 

CIE 1931 
x: 0.427 
y: 0.399 

Product name:   
     OP2SW-5.0-30-DRY-180D-ST 

 
Date:  
      10/4/2021 
 
Powering product: 
     IQ-PH-80-120/24 

Spectra 

Voltage: 24.0 V 
Current: 0.200 A 
Frequency: 0 Hz 

Power 

Photometric Details  
 

Beam Angle 

180°
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OP2SW-5.0-30-DRY-90D-ST 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      

  Light efficiency: 
 82 Lumen/Watt 

  Light quality: 
 

  Color temperature: 
 

CRI: 98.3 

3094 K 

Output: 

Peak: 

Power: 

PF: 

  394 lm/ft 

157 cd 

4.8 W/ft 

1.0 

Beam angle 

CIE 1931 
x: 0.430 
y: 0.400 

Product name:   
     OP2SW-5.0-30-DRY-90D-ST 

 
Date:  
      1/6/2022 
 
Powering product: 
     IQ-PH-80-120/24 

Spectra 

Voltage: 24.0 V 
Current: 0.200 A 
Frequency: 0 Hz 

Power 

Photometric Details  
 

Beam Angle 

90°
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OP2SW-5.0-30-DRY-ASYM-ST 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      

  Light efficiency: 
 83 Lumen/Watt 

  Light quality: 
 

  Color temperature: 
 

CRI: 98.3 

3114 K 

Output: 

Peak: 

Power: 

PF: 

  401 lm/ft 

239 cd 

4.8 W/ft 

1.0 

Beam angle 

CIE 1931 
x: 0.428 
y: 0.400 

Product name:   
     OP2SW-5.0-30-DRY-ASYM-ST 

 
Date:  
      1/4/2022 
 
Powering product: 
     IQ-PH-80-120/24 

Spectra 

Voltage: 24.0 V 
Current: 0.200 A 
Frequency: 0 Hz 

Power 

Photometric Details  
 

Beam Angle 

ASYM
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OP2SW-5.0-30-DRY-ASYM[R4]-ST 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

      

  Light efficiency: 
 69 Lumen/Watt 

  Light quality: 
 

  Color temperature: 
 

CRI: 98.3 

3077 K 

Output: 

Peak: 

Power: 

PF: 

  331 lm/ft 

177 cd 

4.8 W/ft 

1.0 

Beam angle 

CIE 1931 
x: 0.432 
y: 0.402 

Product name:   
     OP2SW-5.0-30-DRY-ASYM[R4]-ST 

 
Date:  
      5/26/2023 
 
Powering product: 
     IQ-PH-80-120/24 

Spectra 

Voltage: 24.0 V 
Current: 0.200 A 
Frequency: 0 Hz 

Power 

Photometric Details  
 

Beam Angle 

FORWARD THROW

We strive to innovate solutions where others didn’t know problems 
existed. From product inception through installation, we design 
products that are as aesthetically pleasing as they are functional. 
Our innovation process encompasses all areas of our business 
from manufacturing, to production, to service. With an environment 
where creative thinking is encouraged and rewarded, we create 
opportunities for process improvement, imaginative designs, and 
forward-thinking sales and service support.



Product shown: OPTI



OPTI EXTRUSION OPTI
 
Field installed extrusion featuring 3 lambertian lens 
and 9 optical lens options with precision beam 
control, ideal for surface-mounted or recessed 
installations. Features high-quality aluminum housings 
and integrated metal endcaps.

Diode Visibility 

Frosted Polar Diffused Optical

OPTI
Field Assembled Extrusion - Surface &
Recessed

© 2025 QTL. All rights reserved | 155 Hill St. Milford, CT 06460 | 203-367-8777 | sales@QTL.lighting | www.QTL.lighting Specification subject to change. Rev-02-06-25

 
Mid-low profile LED aluminum extrusion
OPTI offers precision beam control with a range of optics
Choose from 12 lens options: 40°, 60°, 70°, 90°, 110°, 155°, 180°, Asymmetric, Forward
Throw, & Flat with 3 different levels of diffusion
Ideal for surface-mounted installations
Integrated metal endcaps combined with an extruded aluminum housing give this fixture
a polished modern look

1
PRODUCT

2
FINISH

3
MOUNTING

4
LENS

5
WIRE INPUT/OUTPUT

6
EXTRUSION LENGTH (IN)

OPTI NI

Sample Part Number: OPTI-ST-CC-ASYM-NI-48"

PRODUCT FINISH MOUNTING

OPTI ST Satin
BK Black
WH White
CU Custom Color

CC Concealed Clip
MG Magnet

Refer to following pages for mounting clip option details and
provided quantities.

LENS WIRE INPUT/OUTPUT EXTRUSION LENGTH (IN)

DF Flat Diffused
PR Flat Polar
FR Flat Frosted
40D Optical 40°
60D Optical 60°
70D Optical 70°
90D Optical 90°
110D Optical 110°
155D Optical 155°
180D Optical 180°
ASYM Asymmetric
FT Forward Throw
N/A For use with SHIELD

For representation of LED visibility, see Diode Visibility section on
following pages.
For beam angles, see Photometric Performance section on
following pages.

NI Not Installed 1” increments from 1” - 98.43”
Tolerance +0.0"/-0.5"

COMPATIBLE LED STRIPS - FLAT LENS ONLY (DF, PR, FR)

STATIC WHITE
(SW)

STATIC WHITE
INDIVIDUALLY
ADDRESSABLE

(SW-IA)

STATIC
WHITE

STANDARD
(SD-SW)

STATIC WHITE
HIGH

EFFICACY
(SW-HE)

STATIC
WHITE HIGH

EFFICACY
PLUS

(SW-HE+)

STATIC
WHITE

EXTREME
TEMP

(SW-XT)

STATIC
WHITE

DOUBLE ROW
(SW-DR)

STATIC
WHITE HIGH

EFFICACY
DOUBLE ROW

(SW-HE-DR)

DYNAMIC
WHITE HIGH

EFFICACY
(DW-HE)

WARM DIM
(WD)

STATIC
COLOR (SC) RGB RGBW

RGBW HIGH
EFFICACY

(RGBW-HE)

DRY W/FT: 1.5, 3.0,
4.0, 5.0

W/FT: 1.0, 2.0,
4.0, 6.0

W/FT: 1.5, 3.0,
6.0, 9.0

W/FT: 1.5, 3.0,
4.0, 5.0

W/FT: 1.5, 3.0,
6.0, 9.0

W/FT: 1.5, 2.5,
4.0 W/FT: 6.0 W/FT: 5.0 W/FT: 6.0 W/FT: 6.0 W/FT: 4.0

DMP W/FT: 1.5, 3.0,
4.0, 5.0

W/FT: 1.5, 3.0,
6.0 W/FT: 1.5, 2.5 W/FT: 5.0 W/FT: 6.0 W/FT: 6.0 W/FT: 4.0

ENC

WET W/FT: 1.5, 3.0,
4.0, 5.0

W/FT: 1.0, 2.0,
4.0

W/FT: 1.5, 3.0,
6.0 W/FT: 1.5, 2.5 W/FT: 6.0 W/FT: 5.0 W/FT: 6.0 W/FT: 6.0 W/FT: 4.0

Field modifications must comply with QTL’s installation methods otherwise warranty is null & void | Metal end caps

 

1 2 3

4 5 6

OPTI
Field Assembled Extrusion - Surface & Recessed
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COMPATIBLE LED STRIPS - OPTICAL LENS ONLY (40°, 60°, 70°, 90°, 110°, 155°, 180°, ASYM, FT)

STATIC
WHITE (SW)

STATIC WHITE
INDIVIDUALLY
ADDRESSABLE

(SW-IA)

STATIC
WHITE

STANDARD
(SD-SW)

STATIC
WHITE HIGH

EFFICACY
(SW-HE)

STATIC
WHITE HIGH

EFFICACY
PLUS

(SW-HE+)

STATIC
WHITE

EXTREME
TEMP

(SW-XT)

STATIC
WHITE

DOUBLE
ROW

(SW-DR)

STATIC
WHITE HIGH

EFFICACY
DOUBLE

ROW
(SW-HE-DR)

DYNAMIC
WHITE HIGH

EFFICACY
(DW-HE)

WARM DIM
(WD)

STATIC
COLOR (SC) RGB RGBW

RGBW HIGH
EFFICACY

(RGBW-HE)

DRY W/FT: 1.5, 3.0,
4.0, 5.0

W/FT: 1.0, 2.0,
4.0, 6.0

W/FT: 1.5, 3.0,
6.0, 9.0 W/FT: 3.0, 6.0 W/FT: 1.5, 2.5,

4.0 W/FT: 6.0 W/FT: 5.0 W/FT: 6.0 W/FT: 6.0

DMP

ENC

WET

 

PRODUCT - DIMENSIONS1



Product shown: OPTI
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